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8D8/8D9 Series8D8/8D9 Series

8D8: high vibration push-pull connector. 
8D9: lanyard release, high performance 38999 
quick release.

A wide range with excellent performances: 
   . MIL-DTL-38999 layouts and contacts.
   . MIL-DTL-38999 Series electric performances.
   . Scoop proof.
   . Compatible with standard backshells 38999 Series III.
   . Very high performance coupling with ball locking concept,
     check of locking by free ring when mated.

Easy to connect-disconnect:
   . 8D8: ideal for restricted space mating.
   . 8D9: simple push to connect - pull to disconnect.

High vibration performance: 
   . Up to 44g
   . 8D8: ideal for mil-aero and space applications.
   . 8D9: ideal for missiles, inter-stage separation, UAVs, space
     probes.

8DB Bulkhead  
FeedthroughFeedthrough

Double Receptacle mounted on panel allows cable 
plug connection on both sides of the bulkhead. 
Create a permanent sealed barrier on your panel 
suitable for pressurized or depressurized areas.

Easy integration:
   . Standard 38999 mounting interface (square flange, jam nut).
   . Easy modular assembly and connection.
   . Time saving for maintenance.
   . The ideal interconnect solution for aircraft pressurized/non
     pressurized panels.

Reinforced sealing:
   . Feedthrough sealing even when unmated (10-6 atm.cm3/s).
   . Permanent sealing barrier on panel (O'rings).
   . Glass fused hermetic version available (<10-8 atm.cm3/s) for
     fuel tanks/space systems.

A large platform available: 
   . All 38999 Series III layouts (signal and power contacts).

Product range extension

8D Series  |  Range Extension

See «Bulkhead Feedthrough Solutions» catalog on 
www.souriau.com
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8PS Series

Sealed cable feedthrough. Allows a bundle of 
cables to cross through the bulkhead without
any contact junctions.

All cables are individually sealed inside the feedthrough:
   . For maximum MTBF by eliminating cable termination and
     contact junction.
   . When maximum continuity is required for copper cables.
   . To suppress contact attenuation with Fiber optic cables.

Easy and safe installation.

Reinforced sealing.

Product range extension

8D Series  |  Range Extension

8TFD Filter Connector8TFD Filter Connector

EMI-RFI filters and lightning protection in composite 
light-weight shell.

Space saving:
   . Complete filter solution in standard shell.
   . No need for filter PCB inside equipment.
   . Smaller equipment envelope required.

Excellent filter performance:
   . Excellent performance, comparable to aluminum shell EMI-RFI 
     filter connectors.

Highly corrosion resistant: 
   . 2000 hours salt spray in either nickel or olive drab finish.

Wide range of layouts available: 
   . SOURIAU EMI-RFI Filter 38999 Series III connectors are available 
     in aluminum, marine bronze, and stainless steel shells.

See «Bulkhead Feedthrough Solutions» catalog on 
www.souriau.com
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8D36 Lanyard Release

Field repairable / MIL-STD-1760 umbilical.
Self-alignment, blind connector mating & safe
operational solution to weapon releases.

Safe quick disconnect at high speed:
   . Robust unlocking system : 9.15m/s ±10%.

Field repairable:
   . Damaged coupling mechanism can be removed and fully 
     replaced without need to disassemble the electric harness or 
     cable backshell.

High vibration performances: 
   . Random: 44 G RMS, Sine: 60G with angular separation up to 
     20° (maximum)

Product range extension

8D Series  |  Range Extension





Your local contact

Reliable People, Reliable Solutions

Our contribution to environmental 
protection:
This catalog is printed on PEFC 
certified paper
Advancement of sustainable
wood cultivation. www.pefc.org10-31-1299

Promoting sustainable 
forest management

www.pefc.org
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www.souriau.com
technical.emear@souriau.com (Europe - Asia - Africa)

technical.americas@souriau.com (North America)


